ORDINANCE NO. _ 337

AN ORDINANCE OF THE BOROUGH OF EAST ROCHESTER, COUNTY OF BEAVER AND
COMMONWEALTH OF PENNSYLVANIA, PROVIDING SPECIFICATIONS FOR
STREET OPENINGS AND REPAIRS AND REQUIRING A PERMIT FOR SAME

WHEREAS, the Borough Council of the Borough of East Rochester, County of Beaver and
Commonwealth of Pennsylvania, deems it to be in the best interest of public health, safety and
welfare of the residents of the Borough to impose certain requirements with respect to street
openings and repairs within the Borough.

WHEREFORE, BE IT ORDAINED AND ENACTED by the Borough Council of the Borough of
East Rochester, County of Beaver and Commonwealth of Pennsylvania, as follows:

SECTION 1. NOTICE

Before opening any street for any reason whatsoever the applicant/utility company
involved shall give due notice to the Borough of East Rochester of its intention to do so, and if not
of an emergency nature, details on the work to be performed.

Following repair of utility lines and before any actual restoration work is commenced,

notice shall be given to the Borough in order that an inspection of the restoration procedures may
be made by the Borough Engineer or other designated Borough Official.

SECTION 2. PERMIT

Before opening any street for any reason whatsoever, the applicant/utility company
involved shall file with the Borough of East Rochester an Application for Street Opening Permit in
form provided by the Borough.

The Applicant shall submit with the Application for Street Opening Permit, a fee
payable to the Borough of East Rochester to defray or help to defray the cost of issuing said
permits and the cost of inspections as set forth herein. The permit fees shall be fixed by Resolution
from time to time by Borough Council.

If street opening is due to an emergency, the utility company shall make application
for permit within twenty-four (24) hours of the start of said work or on the next business day if
said emergency occurs on a weekend.



SECTION 3. OPENING AND EXCAVATION RESTRICTIONS

A. No openings or excavations in any street shall extend beyond the center line
of the street until the surface of the street is restored to a condition safe and convenient for travel.

B. Unless authorized by the Borough Engineer or other designated Borough
Official, no more than two hundred fifty (250) feet measured longitudinally shall be opened in any
street at any one time until the surface of the street is restored to a condition safe and convenient
for travel.

Ci All work of excavation shall be so conducted as not to interfere with any
utility lines or connections, or other underground facilities, unless permission of the proper
authorities in connection with such facilities has been obtained.

D. The permittee shall expose all utility facilities including sewers, storm drains,
gas mains, water mains, telephone and electrical conduits and other utility obstructions sufficiently
ahead of trench excavation work to avoid damage to those facilities and to permit their relocation
if necessary.

E. Where a pipe drain, pipe culvert, or other structure or facility is encountered,
it shall be replaced, restored, straightened or protected by the permittee.

F. If any work performed under the permit interferes with the established
drainage system of any street, provisions shall be made by the permittee to provide proper
drainage to the satisfaction of the Borough Engineer or other designated Borough Official.

G. Contractors must provide a Certificate of Insurance and emergency contact
information to the Borough Office and the Borough Engineer prior to the commencement of work.

H. Contractors must provide the Borough Engineer with a slip from the concrete
delivery truck at the time of installation.

L Contractors must establish an inspection time by calling the Borough Office
at least twenty-four (24) hours in advance.

Ji To protect the public, every permittee shall place around the project such
barriers, barricades, lights, warning flags and danger signs as shall be determined by the Borough
Engineer or other designated Borough Official. All safety requirements, precautionary measures,
materials and procedures prescribed by the Borough Engineer or other designated Borough Official
shall be based upon and in conformance with, where applicable, the requirements set forth in Form
408, Pennsylvania Department of Transportation Publication, as amended from time to time (latest
edition).  Refer to PennDot Publication 213, Temporary Traffic Control Guidelines for proper

procedures.




K. While work is in progress and while workmen are on the site, every permittee
shall maintain safe crossings for vehicle traffic at all street intersections, and safe crossings for
pedestrians at intervals of not more than three hundred (300) feet. Two lanes of traffic shall be
held open at all intersections, where possible, by the removal of dirt and the use of covering steel
plates. While work is in progress and workmen are not on the site, all excavations, whether at
intersections or elsewhere, shall be covered by steel plates.

SECTION 4. PAVEMENT RESTORATION

A. Openings should be kept to a minimum and be reflective of the area which
requires work. Openings shall be clean, edges straight and corners squared off (full lane
replacement). Openings within forty (40') feet of another must be tied together. All openings will
be properly sealed. Excavation shall be consistent with Borough requirements or work standards
provided below. Material shall be disposed of properly and new material shall meet Borough
quality requirements and be compacted in lifts according to Borough specifications.

B. If a road is crowned, the permittee who is opening the street shall repair the
crown in order to maintain good drainage on the street.

C. Borough specifications require that one (1') foot on each side of the opening
be repaired so as to preserve the integrity of the street by shouldering. All openings are full lane
replacement. This shall apply to all street classifications.

D. Separate street openings, on opposite side of the streets sporadically placed,
will require total street surface replacement. This will apply if the street openings are within forty
(40") feet of one another.

E; In order to avoid a “checkerboard” effect, when a street opening is within
forty (40') feet of another street opening, the openings shall be tied together, pavement material
removed and a rectangular full lane restoration provided. THIS TIE-IN IS REQUIRED
REGARDLESS OF WHEN OR BY WHOM THE PREVIOUS OPENING WAS MADE.

F. Longitudinal openings within forty (40') feet of one another shall be repaired
continuously, beginning at the first opening and ending with the last longitudinal opening
consistent with full lane requirements.

G. If an opening disturbs grass or gravel areas, all grass or stone shall be
restored to its pre-opening condition.

H. Restoration work will be guaranteed for a period of forty-eight (48) months
from the date of final restoration. Any failure of the restoration during the guarantee period must
be corrected by the permittee within forty-five (45) days of being notified by a Borough
representative.



L. If construction activities in the street for one project disturbs fifty (50%)
percent of the roadway block, the permittee shall provide a full depth restoration for the entire
length of the roadway block.

J. All pavement restoration is to be completed as specified in the standard
drawings and specifications attached as Exhibit “A.”

SECTION 5. NEW PAVING

New paving shall not be opened for a period of five (5) years after the completion
thereof except in case of emergency, the existence of which emergency and the necessity for the
opening of such paving to be determined by the Borough Engineer. If it is sought to excavate
upon or open a street within five (5) years after the completion of the paving thereof for any other
reason than an emergency as above stated, the applicant shall make written application to the

Borough Council and a permit for such opening shall only be issued after express approval of
Council.

SECTION 6. APPROVAL REQUIRED FOR WATER AND GAS MAINS

No new water or gas main shall hereafter be laid or constructed and no existing
water or gas main shall be extended in any of the streets of the Borough until the exact location
thereto and the plan therefor shall have been first approved by the Borough Council.

SECTION 7. PENALTY

Any person, firm or corporation violating any provision of this Ordinance shall be
guilty of a summary offense and shall upon conviction be fined not less than One Hundred and
00/100 ($100.00) Dollars nor more than One Thousand and 00/100 ($1,000.00) Dollars for each
offense; and a separate offense shall be deemed committed on each day during or on which a
violation occurs or continues.

SECTION 8. SEVERABILITY

The provisions of this Ordinance are severable. If any provision of this Ordinance
or its application to any person or circumstance within the Borough of East Rochester is for any
reason held to be invalid, illegal or unconstitutional, said invalidity, illegality or unconstitutionality
shall not affect or impair any other provision or application of this Ordinance which can be given
effect without the invalid, illegal or unconstitutional provision or application of the Ordinance. It
is hereby declared as the intent of the Borough Council that this Ordinance would have been
adopted had said invalid, illegal or unconstitutional provision not been included herein.
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SECTION 9. REPEALER

Any ordinance, resolution, motion or other matter in the nature thereof, or any part

of the same, inconsistent with the terms of this Ordinance is hereby repealed to the extent that
it is inconsistent herewith,

ORDAINED AND ENACTED this 4% day of March, 2020.

ATTEST: BOROUGH OF EAST ROCHESTER

. 7 __/’H_D
Q""VL«J/ M BY: % AL /QLWMVL‘".'"?

7/ Secretary President of Council

READ AND APPROVED by me this 7% day of March, 2020.

Qmu a.Xow

Mayor
2 ! I hereby certify that the foregoing Ordinance was advertised in the Beaver County Timeson

, 2020, a newspaper of general circulation in the municipality and was duly enacted and
approved as set forth at a regular meeting of the Borough of East Rochester on March 4, 2020.

%J N D (SEAL)

/4 Secretary




SAW cut JOINT SEALER JOINT SEALER
2 SEPARATE SAW CUTS °'

SAW CUT

2 SEPARATE SAW CUTS
ONE BEFORE CONSTRUCTION
ONE BEFORE FINAL PAVING

ONE BEFORE CONSTRUCTION 1.5" 9.5mm SUPERPAVE HMA
ONE BEFORE FINAL PAVING
2" 19mm SUPERPAVE HMA
EXISTING PAVEMENT- \ / /—5' 25 mm SUPERPAVE HMA

12" PIPE TRENCH WIDTH

12"

(SEE BEDDING DETALS)

ASPHALT PAVING.

OPENING AND SURFACING.

1. 25mm SUPERPAVE HMA COURSE SHALL BE AS THICK AS EXISTING OR
5" MINIMUM (AFTER COMPACTION), WHICH EVER IS GREATER.

2. 19mm SUPERPAVE HMA COURSE SHALL BE AS THICK AS EXISTING OR
2" MINIMUM (AFTER COMPACTION), WHICH EVER IS GREATER.

3. 9.5mm SUPERPAVE HMA COURSE SHALL BE AS THICK AS EXISTING OR
1.5" MINIMUM (AFTER COMPACTION), WHICH EVER IS GREATER.

4. DURING COLD WEATHER MONTHS PROVIDE AND MAINTAIN A TEMPORARY
BITUMINOUS COLD PATCH SURFACE UNTIL WEATHER PERMITS HOT

5. THE BOROUGH MUST BE NOTIFIED 24 HOURS IN ADVANCE OF RAOD

BOROUGH STANDARD DETAIL

Michael Baker

760 Spruce Street INTERNATIONAL
Rochester, Pennsylvania 15074 100 Airside Drive
Ph: 724775.0363 - Fax: 724.775.0450 Moon Township, PA 15108

Ph: 412.269.6300

ASPHALT

PAVEMENT REPLACEMENT
JANUARY 2020




MINIMUM EMBEDMENT 6" WITH
APPROVED EPOXY ANCHORING
MATERIAL

DOWEL BARS ALONG
TRANSVERSE JOINTS
30" o/C

J BOLTS OR REBAR
ALONG LONGITUDINAL
JOINTS 30" 0/C

SAW CUT AND SEAL
JOINT WITH PG 64-22

(TYPICAL)

\ EXISTING

CONCRETE
PAVEMENT

TRENCH BACKFILL
BE 2A LIMESTONE

1.

SHALL 1" MIN

8" HIGH EARLY STRENGTH (HES) CONCRETE OR AS THICK
AS EXISTING PAVEMENT WHICHEVER IS GREATER

EXISTING
CONCRETE
PAVEMENT

ROUGH
85 ROCHE3®
e P 760 Spruce Street  © &

Rochester, Pennsylvania 15074
Ph: 7247750363 - Fax 724.775.0450

BOROUGH STANDARD DETAIL

Michael Baker
INTERNATIONAL

CONCRETE PAVEMENT
REPLACEMENT

JANUARY 2020




MECHANICALLY COMPACTED
SELECT BACKFILL MATERIAL OR
SPECIAL STONE AS APPROVED
BY THE BOROUGH ENGINEER

PIPE_ZONE

MECHANICALLY COMPACTED
AASHTO No. 57 STONE
BEDDING MATERIAL

MECHANICALLY COMPACTED
AASHTO No. 57 STONE
BEDDING MATERIAL

POLYETHYLENE PIPE SPECIFICATIONS
PIPE AND FITTINGS SHALL BE MADE OF POLYETHYLENE COMPOUNDS WHICH MEET OR EXCEED THE
REQUIREMENT OF TYPE I, CATEGORY 4 OR 5, GRADE P33 OR P34, CLASS C, PER ASTM D—1248 WITH
THE APPLICABLE REQUIREMENTS DEFINED IN ASTM D—1248.
- MINIMUM COVER IS TO BE 2 FEET WITH AASHTO No. 57 STONE A MINIMUM OF 12 INCHES ABOVE THE TOP
OF PIPE. IF THE PIPE IS TO BE LAID UNDER DRIVEWAYS OR PARKING AREAS WITH MINIMUM COVER, THE
2 FEET SHALL BE No. 57 STONE. MAXIMUM COVER OVER THE PIPE IS NOT TO EXCEED 30 FEET.

MANNING'S ‘N’ FOR DESIGN SHALL BE 0.012 FOR SMOOTH INTERIOR AND SHALL BE 0.018 FOR SIZES UP
TO AND INCLUDING 15" AND 0.020 FOR SIZES FROM 18" UP TO AND INCLUDING 36" FOR CORRUGATED
INTERIOR.

4. POLYETHYLENE PIPE SHALL BE IN ACCORDANCE WITH PADOT FORM 408, SECTION 601.

oROUUH o

, BOROUGH STANDARD DETAIL
2% ROCHE Michael Baker

T T e TYPICAL BEDDING
Rochester, Pennsylvania 15074 INTES R AT ISTNAL AND PIPE ZONE

Ph; 7247750363 - Fax: T24.775.0450
JANUARY 2020




PA No. 2A LIMESTONE
COMPACTED IN 6" LAYERS

PIPE_ZONE

Lz
-— i -
- NOTE:
E SPECIALL BEDDING MAY BE REQUIRED
BY THE BOROUGH ENGINEER IF FIELD
a i CONDITIONS OR LOADS WARRANT THE
= m ADDITIONAL BEDDING
-
2
ﬂli

0.D. + 24" SPECIAL
BEDDING AS PER
BOROUGH ENGINEER

112" MAX.

127 MAX.

oROUGH op
%3 ROCHE g9

S
s b 760 Spruce Street  © &

Rochester, Pennsylvania 15074
Ph: 724775.0363 - Fax 724.775.0450

: BOROUGH STANDARD DETAIL ]
Michael Baker

TRENCH BACKFILL AND
s | SPECIAL BEDDING

P LN JANUARY 2020




RESOLUTION NO. _ 3-4-20

A RESOLUTION OF THE BOROUGH OF EAST ROCHESTER, COUNTY OF BEAVER AND
COMMONWEALTH OF PENNSYLVANIA, PURSUANT TO ORDINANCE NO. 337
FIXING THE STREET OPENING PERMIT SCHEDULE OF FEES TO BE
CHARGED THEREUNDER

BE IT RESOLVED, by the Council of the Borough of East Rochester, Count¥ of Beaver
and Commonwealth of Pennsylvania, and it is hereby resolved by the authority of the same
that from and after the enactment of this Resolution, the street o?ening permit fees requireé

under Ordinance No. 337 of the Borough of East Rochester shall be in accordance with the
following fee schedule:

: Street openings up to ten (10) square yards $250.00

2. Additional fees for openings greater than ten

square yards $5.00/square yard
3. Right—of—wa}/ occupancy by a utility in the

grass/gravel areas within the right-of-way $250.00
4. Driveway openings $125.00

RESOLVED this 4" day of March, 2020.

Attest: BOROUGH OF EAST ROCHESTER

%ava.‘;,/ hiniacd By g s /M

orough Secretary President of Council <
(SEAL)




